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Microwave receiver for level detection of bulk solids and liquids

Application area

The VEGAMIP R61 is the receiving unit of the microwave barrier for level detection of bulk solids and liquids.
Typical applications are the detection of bulk solids in silos, bunkers and crushers as well as of liquids in
tubes and vessels. The non-contact measuring principle has no direct contact to the medium and guarantees
wear and maintenance-free permanent operation.

Your benefit

- Reliable measurement even with very abrasive products

- Simple adjustment saves time and costs for setup

- Reliable measurement even with changing product features

Approval directive / Scope : None / World-wide

Approval XX : without

Version / Material A : Inside hom antenna (01%2") / 316L with PTFE cover
Process fitting / Material GA : Thread G1%2 PN4, DIN3852-A / 316L.

Seal / Process temperature 1: FKM (A+P FPM 70.16-06) / -40...+80°C
Electronics R : Relay (DPDT|) 20 ... 72V DC/20 ... 253 V AC (3A)
Housing / Protection A : Aluminium single chamber / IP66/IP68 (0.2bar)
Cable entry / Cable gland / Plug M : M20x1,5 / with / without

connection

Switching status display PLICS : without

Customer-specific adjustment :No

Operating instructions : TR - Turkish

Number of operating instructions 7

Customs tariff number (HS code) : 90318080
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Microwave emitter for level detection of bulk solids and liquids

Application area
The VEGAMIP T61 is the emitting unit of the microwave barrier for level detection of bulk solids and liquids.
Typical applications are the detection of bulk solids in silos, bunkers and crushers as well as of iquids in

tubes and vessels. The non-contact measuring principle has no direct contact to the medium and guarantees
‘wear and maintenance-free permanent operation

Your benefit

- Reliable measurement even with very abrasive products
- Simple adjustment saves time and costs for setup

- Reliable measurement even with changing product features

Approval directive / Scope - None / World-wide

Approval XX - without

Version / Material A Inside hom antenna (o1%") / 316L with PTFE cover
Process fitting / Material GA - Thread G1% PN4, DIN3852-A / 316L
Seal | Process temperature 1 FKM (A+P FPM 70.16-06) / 40._+80°C
Electronics T Voltage supply 20._72 V DC /20..253 V AC
Housing / Protection A Aluminium single chamber / IPG6/IP68 (0.2bar)
Cable entry / Cable gland / Plug M : M20x1,5 / with / without

connection

Operating instructions TR - Turkish

Number of operating instructions 7

Customs tariff number (HS code) - 90318080

1.3 Mounting adapter VEGAMIP
MONTZUB-MIP.XBX
elD: TR1407792

Adapter for mounting of a VEGAMIP T61/R61/R62 at high temperatures andjor abrasive products.

Application area

‘The adapter is used for mounting of VEGAMIP 61/62 in bulk solids applications with high product
temperatures and/or very abrasive products. The very robust design is particularly suitable for arduous
operating conditions in the mining of minerals, the coal and ore processing and the production of metals. The
massive process separation of Aluminium oxide ceramic ensures a very high lifetime also in continuous
operation even with very abrasive products. A mounting adapter each is required for emitter and receiver.

Your benefit

- Simple and quick mounting through compact process fiting

- Wear and maintenance-free operation through high resistance process separation of Aluminium oxide
ceramic




